
   SPECIFICATION
1.Rating ：DC 30V 0.5A；
2.Contact resistance：≤0.03Ω；
3.Insulation resistance：≥100MΩ (DC250V)；
4.Withstand voltage：500VAC ；
5.Insertion and extraction force：3-30N;
6.life test：5,000 cycles。
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OTHERWISE SPECIFIED:
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12

PART NO:

APPROVED:
UNIT:

mm

CHECKED:

DRAWN: TITAL:

SCALE: SHEEL: REV.

A

COSTOMER

COPY

4 34

N/A

(RoHS)

REV. DATEMODIFY  MATTERECN NO. APPROVED

A

F

X.         ---
X.X        ± 0.38

X.XXX      ± 0.10
Angle      ±1°

X.XX       ± 0.25
CHENLEI

CHENLEI

QINKAIXING

WWW.DFYYCONN.COM  TEL:0755-27155560

深圳市东方御业科技有限公司

1:1

3 4 2 5 61

8

7

4

2

3

5

6

1

8-(1.2X0.5)

P.C.B LAYOUT
TOP VIEW

SCHEMATIC
HOUSING

4

2
3

1

PA9T+30%GF,UL94 V-0

CONTACT FOOT

6
7

5
CURVE PIECE
SPRING PIECE

SPRING PIECE

8 SUS

SPRING PIECE

CONTACT FOOT

PHOSPHOR BRONZE

PHOSPHOR BRONZE

PHOSPHOR BRONZE
PHOSPHOR BRONZE

PHOSPHOR BRONZE

PHOSPHOR BRONZE

SHELL

MATERIALDESCRIPTIONNO. QTY PLATING
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